
M16S
Dimensions:

Width and length sizes are in millimetres

Code Width Length Code Width Length Code Width Length Code Width Length
423 37.8 233.3 1146 113.5 466.7 1523 151.3 233.3 1963 189.2 633.3
713 75.7 133.3 1313 132.4 133.3 1526 151.3 266.7 2223 227.0 233.3
716 75.7 166.7 1316 132.4 166.7 1533 151.3 333.3 2226 227.0 266.7
720 75.7 200.0 1320 132.4 200.0 1540 151.3 400.0 2233 227.0 333.3
723 75.7 233.3 1323 132.4 233.3 1546 151.3 466.7 2240 227.0 400.0
726 75.7 266.7 1326 132.4 266.7 1553 151.3 533.3 2246 227.0 466.7
1113 113.5 133.3 1333 132.4 333.3 1563 151.3 633.3 2253 227.0 533.3
1116 113.5 166.7 1340 132.4 400.0 1920 189.2 200.0 2276 227.0 766.7
1120 113.5 200.0 1346 132.4 466.7 1926 189.2 266.7 22123 227.0 1223.4
1123 113.5 233.3 1363 132.4 633.3 1933 189.2 333.3
1126 113.5 266.7 1516 151.3 166.7 1940 189.2 400.0
1133 113.5 333.3 1520 151.3 200.0 1946 189.2 466.7

Thickness: 1.50mm

Material: Steel to EN ISO 9445-2:2010 and EN 10088-2:2005 1.4404
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